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C3428 SMA/Male to SMA/Female Bulkhead Adapter 27 GHZ

Rev 000
Electrical
Frequency 0-27 GHZ
VSWR 1.15 Max
Impedance 50 Ohms
Mechanical
SMA Interface per MIL-STD-348B
Operating Temperature -45°C to +125°C

Materials A
Body Passivated Stainless Steel p ~
Contacts BeCu X y
Contact Plating Au 501” Min g
Dielectric PTFE
ROHS Compliant
Outline Typical Data
CenlricRF C3428 —sS11 - -1.15VSWRdB Spec s21
i RECOMMENDED eoisite '
480" ——= PANEL CUTOUT s | L a1
.189" . .
\ AR T»j i
| |\u\m \\%\\.\\ “\‘\l‘ 7 i
MIN
D00 e o
J | ‘ \ J . \
- [ / 0.5
‘% Fmg - N / \ f‘/ V
.590" 40 A \ f 0.6
\ IF
926" Dimensional Tolerances | ., \ }"‘ | a1
X +.030 i \"‘ "‘
XX +.010 h 0 Z’ 10 12 " ‘ 16 18 20 2 24 26 28 GHz 30 4
XXX +.005

1130 Junction Dr. Suite 100. Allen, TX 75013 800-399-6891 www.CentricRF.com




